        HX-BO1 APP Manual
Download and Install the BO1 APP

Search for the keywords "HX-BO1" in Apple store or Google play for the IPhone or Android Smart Phone, and you can download the program for free.

Bind your device to <the Apps>
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1.Click the “+” botton to bind the device for the first time.

二．Using the APPS search for devices .；
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1.Choose the device needing to bind.

三．There are binding functions for Admin and User.
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1.If you are the Admin, please choose the Admin and key-in the device’s name, like ”Home”.
Note: Before binding as Admin, press the reset botton for 10 seconds until the blue LED light continuosly. That means the device is now discoverable.
四．After the Admin binds successfully, you can add other users.
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1.Device online status icon.

2.Device parameters setting
3.Bind more device, one APPS can bind up to three devices.
4.More Informations 

5.If opening the door successfully, it will pop up “open accessories” for about 1-2 seconds.

五．Parameter list which Admin can set up.
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1.Unbind the device
六．Admin can rename the device.
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七．User can set up their phone to open the gate automatically when their phone is near the device. 
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Click Enable

Move the phone to the desired radius and press the Learn button to set up the distance of opening the gate desired door.

Note: Do not set the radius very far or just set the radius close enough to prevent unwanted opening of the door when you get near to it.

八. Check the user list and add new user, you cannot add user name which is already in use. 
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1.Add New user
2.You can click the “search” button to search the user you have ready added like the following picture.
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Adding new user needs bind the random code of General User’s APP, So the generated Register ID cannot be used by other mobile phones.

1. Adding General User
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1.For General User, the APPS will gives a random User ID Number to provided to the Admin to be used in binding the phone to the device.
2.Random User ID
Note: Both the Admin phone and the General phone to be added should be within the dexice bluetooth range.
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1.User name can be defined by the Admin
2.Key in the random ID generated by the General User
十. Send the generated Register ID to applicants’ mobile phone through SMS, QQ , Wechat, etc.
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1. Click the “Add User” button, it will give a Register ID.
2.Then send the Register ID to user to bind the device by pressing “Send” button
十一. The user will get the Register ID and then he can bind.
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1. The General Users will get the Register ID and bind to the device.

十二．After binding, you can control the devices.

[image: image14.png]



.When Users lose the Register ID, Users can re-bind again or the Admin can re-authoriged the User again through the Admin who can access this function.

2. When binding several devices, Users can change devices by sliding the left to the right. Users can bind up to three devices.

十三．User can only see limited setting parameters.
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十四．User can modify Register ID of the device.
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1.User can modify Register ID of the device.

十五．Admin can set up Wiegand output.
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1.Wiegand protocol  output switch

2.Relay output switch

3. HID Number, you can set up any 3digits number

4. PID Number, you can set up any 5digits number

5. It represents HID Number

6. It represents PID Number

7. If working with Mini100

A. Press ”*” the red and green LED will light alternately

B. Input the 6 digits password (888888 Default) with 5 secs, follow by “ #”, the Mini100 will releas a “DI” sounds

C. Press 1, the “DI” will sound again, flashing will become faster. Followed by 3 digits HID Number + 5 digist PID Number then “#” “DI” sounds will be heard again.

Note: 

1. PID & HID number were displayed on the screen. When DI,DI,DI sounds was heard it means programming is not successgul or the phone is already programmed.

2: Once again set the Wiegand, all users can also use Mini100 access.

3. If working with other access controller, not Mini100, please do the step”1-2-3” following the other access controller instead of Mini100.

十六．Admin can set up relay working time
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1.Set up the relay working time from 0 -65,000S to send signal to the motor controller to open the gate.
More information
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1.Set up the Background
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2. Where can buy this product?Clik into ZLD website.
3.Your comments and suggestions are always welcome. Feel free to contact us for future cooperation.
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4. You can click into your usercode which from your supplier to get the manual.
